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TWN-43IR5 
4 MP TVI Bullet Camera, 3.6 mm lens, 3 pcs array IR 
LED, IP66 
AHD/CVI/TVI(AoC)/CVBS 

Built-in Microphone 

Support Audio over Coaxial 

2 MP 

3.6 mm Fixed Lens 

2 pcs Array IR LED up to 25 m 

IP67, full metal  

 

Camera  

Image Sensor 1/3" High-performance CMOS Sensor 

Image Resolution 4 MP: 2560 x 1440 

IR Distance Up to 30 m with 3 pcs IR Array 

Minimum Illumination 0.01 Lux @(F1.2)  

Electronic Shutter 1/25 ÷ 1/10,000 s 

Day/Night Ext Colour, B&W 

Synchronization Internal 

Lens  

Focus Length 3.6 mm 

Lens Type Fixed 

Interface  

Video Output TVI (standard)/AHD/CVI/CVBS 

Menu  

S/N Ratio 48 dB (min) AGC closed 

Mirror DEFAULT/H/V/HV 

WDR dWDR 

DNR 2D-DNR 1-10 

White Balance ATW/MWB 

AE Mode GLOBE/BLC 

Coaxial Yes 

Language English, Italian, Spanish 

General Specification  

Power Supply 12 Vdc, 450 mA 

Operation Temperature -20 °C ÷ +55 °C; humidity: less than 85% RH 

Protection level IP66 

Transmission distance Up to 300 m (coaxial cable 75-5) 

Dimension 210.5 × 63.09 mm 

  

 

 

 

 


